@ EXISTING PAVEMENT MARKINGS (TYP.)
@ EXISTING BITUMINOUS CONCRETE SURFACE, 6-1/2"
® EXISTING BASE COURSE, 10" PCC PAVEMENT
24'-0" @ EXISTING BASE COURSE WIDENING, 10”
a4 g0 ) 60" . 4 (5) EXISTING AGGREGATE SHOULDER
j 12— i 127-0" i ® PROPOSED PAVEMENT MARKINGS
P - 157 & i 157 & . 1 g PROPOSED BRIDGE APPROACH PAVEMENT )
VARIES VARIES VARIES VARIES (8 PROPOSED SUBBASE GRANULAR MATERIAL, TYPE A, 4
o ; ; — | = o (9 PROPOSED STEEL PLATE BEAM GUARDRAIL
T S = N s e s q = AT OR TRAFFIC BARRIER TERMINAL (TYP.)
@é e R A - Lommmmn é@ é@ @O PROPOSED GUARDRAIL AGGREGATE
N o @ | & wns EROSION CONTROL - 8
*** (@) PROPOSED GEOTEXTILE FABRIC
ég) PROPOSED ROADWAY TYPICAL SECTION (gl; @@ PROPOSED HOT-MIX ASPHALT SURFACE, 1-1/2
2]}/}\ %‘Z?Q%%g - SSTT/;\A 22%17':_40402055 @@ PROPOSED HOT-MIX ASPHALT BINDER
a + o - o o - r _ 1
BRIDGE OMISSION FROM STA, 261+44.25 - STA. 263+35.75 COURSE, VARIES 2-1/4" T0 10-1/2
@ PROPOSED HOT-MIX ASPHALT BASE COURSE
WIDENING, 10-3/4"
. @ PROPOSED HOT-MIX ASPHALT BASE COURSE, 10-3/4"
. oo oo . 16 PROPOSED HOT-MIX ASPHALT SURFACE
| | ¢, | | REMOVAL, 1-1/2"
- 12°-0" i 12°-0 . @). PROPOSED EMBANKMENT
1.57 & i 1.57 & A 4y & N
6 VARIES /@ VARTES e & SEE STANDARD 420401 FOR ADDITIONAL
— £ —_— =2 DETAILS OF BRIDGE APPROACH PAVEMENT
| \ AN CONNECTOR (FLEXIBLE)
N .
i é@ *x PROPOSED GUARDRAIL & TRAFFIC BARRIER
R LR

LT STA. 260+97.00 TO STA. 261+61.75
PROPOSED ROADWAY TYPICAL SECTION STA. 263+18.52 TO STA. 264+29.35
*STA. 263+35.75 - STA. 264+12.33 STA. 264+44,97 TO STA. 268+11.24
RT STA. 260+68.00 TO STA. 261+61.75
STA. 263+18.25 TO STA. 264+12.33
24'-0"
4 60" xxx PROPOSED G.R. AGG. EROSION CONTROL - 8
i ' . (fs o . LT STA. 260+92.49 TO STA. 261+59.25
~ 12'-0 : 12'-0 12'-0
D | AR STA. 263+20.75 TO STA. 264+25.40
47 & D7 I BoYA
e & /@ VARTES /@ VARIES 6 STA. 264+48.92 TO STA. 268+36.91
. RT STA. 260+53.57 TO STA. 261+59.25
/{\ N STA. 263420.75 TO STA. 264+24.46
R S S .
e b AT e [/: &

PROPOSED ROADWAY TYPICAL SECTION

STA. 264+12.33 - STA. 265+89.00

NOTES:

L.

SEE THE BRIDGE PLANS FOR BRIDGE APPROACH SLAB DETAILS
(STA. 261+44.25 - STA, 261+74.25 & STA.

263+05.75 - STA., 263+35.75)

. SEE PLAN AND CROSS SECTIONS FOR TREATMENT OUTSIDE SHOULDER LIMITS

. PAVEMENT REMOVAL STA, 261+38.25 TO STA. 261+90.02 &

STA. 262+90.04 TO STA. 265+89.00
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